Programming of Audi A3/TT 2007
R250S

Open the dashboard and separate the two boards: the top one (with
motors) and the bottom one (with power plug)

Remove the jumper highlighted in the picture.

Solder the thin yellow of the programmer to the test point highlighted
in the picture.

Re-join the two boards.

Solder the 2pins coaxial cable over the board as shown in the picture.
Solder the remaining 5 colored thin wires (blue, green, black, red and
white).

Insert the R250S blue power connector on the board power plug.
Connect the R250S interface at the PC RS232 port.

Power up the R250S interface providing 12Vdc

Launch the R3000 programmer and select "Audi A3/TT 2007".

Press "Read" to read the actual value, then write the desired value near
the "Write" button and press it.

Resolder the jumper previously removed.

Close the dashboard and power it up at the desk to check the right
programming. Press the dashboard button to see the km value (it
doesn't work on low-end versions).
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Programming of VW Golf 5 2007
R250S

Open the dashboard and separate the two boards: the top one (with
motors) and the bottom one (with power plug)

Solder the yellow wire of the programmer to the test point highlighted
in the picture.

Re-join the two boards.

Lift-up the pin 114 of the micro and connect it at the blue wire of the
programmer.

Lift-up the pin 118 of the micro and connect it at the white wire of the
programmer.

Solder the 2pins coaxial cable over the board as shown in the picture.
Solder the remaining colored thin wires (green, black, red).

Insert the two power terminals at the power connector (thick red wire
and thick black wire).

Connect the R250S interface at the PC RS232 port.

Power up the R250S interface providing 12Vdc

Launch the R3000 programmer and select "Volkswagen Golf 5 2007".
Press "Read" to read the actual value, then write the desired value near
the "Write" button and press it.

Resolder the two pins that have been previously lifted-up.

Close the dashboard and power it up at the desk to check the right
programming.
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Programming of VW Passat 2007
R250S

Open the dashboard and separate the two boards: the top one (with
motors) and the bottom one (with power plug)

Cut the track as shown in the picture.

Solder the thin yellow and white wires of the programmer to the test
points highlighted in the picture.

Re-join the two boards.

Solder the 2pins coaxial cable over the board as shown in the picture.
Solder the remaining colored thin wires (blue, green, black, red).
Insert the two power terminals at the power connector (thick red wire
and thick black wire).

Connect the R250S interface at the PC RS232 port.

Power up the R250S interface providing 12Vdc

Launch the R3000 programmer and select "Volkswagen Golf 5 2007".
Press "Read" to read the actual value, then write the desired value near
the "Write" button and press it.

Recover the track previously cutted.

Close the dashboard and power it up at the desk to check the right
programming.
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