
WOYO Ultrasonic Cutter Manual 

Product Specification:  

1. The Name : The Magic Plastic Knife 

2. The Working Frequency :40KHz 

3. The Cutting Thickness :2-3MM 

4. The Maximum Power :25W 

5. Used Voltage :110V  50/60HZ 

6. Weight: 1Kg 

7. The Contour Size 220*160*50mm 

8. The indoor and outdoor working temperature 5-40 Degrees 

Celsius 

9. The Configuration List： 

   ①. Std Replacement Blade 5PC   L-shaped Blade 1PC 

   ②. Allen Wrench 1.5mm for M3.0 1PC 

   ③. Screw for Mounting Blade M3*3L  2PC 

   ④.110 V to 220 V voltage adapter (110 V voltage area users 

without this configuration) 

 

The Magic Plastic Knife Specialty： 

1. The trim cut surface :Compared to traditional iron tools such as 

electric drills,cutting surface uniformity is significantly improved 

(part of the material’s melting phenomenon will appear). 



2.Fast speed,save labour: working in high-speed characteristics of 

the blade driven by the host, compared to traditional tools, the 

speed has improved significantly. 

3. Convenient:Just press the switch on the handle,and it can be cut, 

beside opening more convenient on planar objects specially. 

4. Energy saving: about 20 to 25 w of power consumption. 

5.Environment protection:when cutting will not produce large 

amounts of powder and smoke (farewell electrically heated iron, 

utility knives, drills and other tools) 

6. Flexible:very suitable for operation in small places. 

7. Safety:contact point switch, make you more safe operation. 

 

For your efficient and safe use of this product, 

please read carefully the following content before 

using. So it is convenient for you to get more 

operating essentials. 

 

1.Be sure to use the company’s blade, in order to ensure 

equipment will be safe, and efficient use. Do not use the blade 

outside of the company, for the similar material blade may not adapt 

to this equipment, and lest it will bring you the damage to 

equipment and property loss.  



2.This product is generally more sharper than common tools, 

special attention should be paid to safety when using, and it is 

recommended to wear safety helmet and gloves for protection. 

3.Replace the blade, be sure to switch off the host back, and then 

replace the blade action, in order to avoid power operation danger! 

4.When Cutting, do not keep the blade stay in one place long time . 

Otherwise, it could lead to melt or char, rather than cutting things. 

5.Circuit Protection, the host set the automatic temperature 

protection system, when the host inside reaches 70 °, circuit 

protection system will automatically start, the host needs to 

continue to be used after about 10 minutes to cool. 

Applicable Material: 

Cutting Material Thickness 

ABS PE PVC（Note: Non-soluble plastic 

NA）      
2--3mm 

Chloroprene rubber, silicone 2--5mm 

Natural or synthetic acrylic fiberglass 

resin 
1.5--4mm 

Corrugated papers, All types of 

papers,film 
1--8mm 

Printed circuit board copper 1.5mm 

Non-woven linen and other synthetic 1.5m--3mm 



fabrics leather 

Urethane 3mm 

Nylon PP 2--3mm 

 

Operation: 

1.Remove the blade and wrench needed. 

2.Place the blade into the handle of the fixture, with the wrench. 

①Please note that the consistent direction of the blade and the 

handle switch, to avoid anti-loaded blade. 

②Put the blade into the bottom of fixture to prevent loose during 

use, as well as to maximize its effectiveness. 

③Fix the blade with wrench, you can not wring once in the end, 

many times the appropriate efforts to tighten (use excessive force 

to tighten the screws will reduce the life of the screws and clamps). 

3.Use the cable to connect the host with handle. 

4.Please turn pressure adapter into a power strip, then the mains 

plug to turn pressure adapter (220V to 110V adapter must be used, 

otherwise it will burn). 

5.Open the computer back power switch, power indicator lights. 

6.Hold the handle, hold a finger switch on the handle (handle lights 

up), the alignment of the parts to be cut, cut, release the switch is 



stopped. 

7.Cutting Tips: 

①knife in the head as possible to cut plastic, head of the most 

sharp. 

②If the blade stuck in the plastic housing is not convenient pull out, 

hold the handle on the key, this will be very easy to pull out. 

③Intermittent use will not cause the handle heat, such as a long 

time (about 10 minutes) of continuous use could cause the handle 

fever,and it is a normal phenomenon, just off the host switch, wait 

the handle about 10 minutes to cool, you can continue to use. If 

they continue to work in the case of heat ,it can cause burns, but 

also to damage the handpiece. 

 

About Maintenance 

Please implement regular maintenance on the following section. 

Good maintenance can prolong life. 

1.Blade clamp and tighten the screws 

①After the blade clamp and tighten the screws to be dirty, a 

thorough cleaning, or replacement of parts. 

②Blade clamp and tighten the screws are consumables. If you are 

still unable to ultrasonic vibration after cleaning, replace the parts. 



2.The tool jack 

①Periodically with a cotton swab and so remove the dirt inside the 

tool jack. 

②After service must check whether the blade fixing screws tighten. 


